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Für frontseitiges Anschrauben / For screw attachment from the front

Typ A7-17.F 

Typ A7-13.F

Typ A7-13.F Ausführung A Ausführung B
Version A Version B

naturfarben schwarz Edelstahlsteg
natural colour black Stainless steel ledge 

Schenkelfarbe Bestell-Nr. Bestell-Nr. Bestell-Nr.
A* Shank colour Order no. Order no. Order no.

100
natur / natural A7-13.F100.11 - A7-13.F100.N33
schwarz / black - A7-13.F100.14 A7-13.F100.S33

120
natur / natural A7-13.F120.11 - A7-13.F120.N33
schwarz / black - A7-13.F120.14 A7-13.F120.S33

140
natur / natural A7-13.F140.11 - A7-13.F140.N33
schwarz / black - A7-13.F140.14 A7-13.F140.S33

Typ A7-17.F

140
natur / natural A7-17.F140.11 - A7-17.F140.N33
schwarz / black - A7-17.F140.14 A7-17.F140.S33

200
natur / natural A7-17.F200.11 - A7-17.F200.N33
schwarz / black - A7-17.F200.14 A7-17.F200.S33

240
natur / natural A7-17.F240.11 - A7-17.F240.N33
schwarz / black - A7-17.F240.14 A7-17.F240.S33

*Andere Grifflängen auf Anfrage / Other handle lengths on request

A7

Griffserie A7

Werkstoff und Oberfläche:
Griffschenkel aus stranggepres-
stem Aluminium AlMgSi 0,5;
glaskugelgestrahlt, satiniert und
naturfarben oder schwarz elo-
xiert. 

Ausführung A:
Verbindungsprofil aus strangge-
presstem Aluminium AlMgSi 0,5;
glaskugelgestrahlt, satiniert und
naturfarben oder schwarz elo-
xiert.

Ausführung B:
Verbindungsprofil aus Edelstahl
1.4307; geschliffen und matt-
glänzend gebürstet.

Lieferumfang:
Für frontseitiges Anschrauben
mittels Edelstahl-Zylinderschrau-
ben mit Innensechskant 
DIN 912, Muttern DIN 934 
und Unterlegscheiben DIN 125
(im Lieferumfang enthalten).

Tragkraft:
min. 1.000 N.

Hinweis
Weitere Grifflängen und
Ausführungen auf Anfrage.
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Alle Maße in mm. / All dimensions in mm.
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Typ A7-17.R

Typ A7-13.R

Für rückseitige Befestigung / For screw attachment from behind

Typ A7-13.R Ausführung A Ausführung B
Version A Version B

naturfarben schwarz Edelstahlsteg
natural colour black Stainless steel ledge 

Schenkelfarbe Bestell-Nr. Bestell-Nr. Bestell-Nr.
A* Shank colour Order no. Order no. Order no.

100
natur / natural A7-13.R100.11 - A7-13.R100.N33
schwarz / black - A7-13.R100.14 A7-13.R100.S33

120
natur / natural A7-13.R120.11 - A7-13.R120.N33
schwarz / black - A7-13.R120.14 A7-13.R120.S33

140
natur / natural A7-13.R140.11 - A7-13.R140.N33
schwarz / black - A7-13.R140.14 A7-13.R140.S33

Typ A7-17.R

140
natur / natural A7-17.R140.11 - A7-17.R140.N33
schwarz / black - A7-17.R140.14 A7-17.R140.S33

200
natur / natural A7-17.R200.11 - A7-17.R200.N33
schwarz / black - A7-17.R200.14 A7-17.R200.S33

240
natur / natural A7-17.R240.11 - A7-17.R240.N33
schwarz / black - A7-17.R240.14 A7-17.R240.S33

*Andere Grifflängen auf Anfrage / Other handle lengths on request

Handle Series A7

Material and surface:
Handle shanks made of extru-
ded aluminium AlMgSi 0.5;
glass ball blasted and anodized
in natural or black colour, satin
finished. 

Version A:
Connecting tube of extruded
aluminium AlMgSi 0.5; glass
ball blasted and anodized in
natural or black colour, satin
finished. 

Version B:
Connecting tube of stainless
steel 1.4307; ground and 
brushed with dull bright finish. 

Scope of delivery:
Screw attachment from the
front by stainless steel cylinder
head socket screws DIN 912,
nuts DIN 934 and washers  
DIN 125 (included in scope 
of supply).

Stress resistance:
min. 1.000 N.  

Note:
Further handle lengths and
combinations on request.

A7
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